IMI PBM FIRE RATED ANSI BALL VALVES @ IMI PBM"™
AN Series 6, 1/2” - 6”

DESIGN FEATURES:

. Fire Rated, tested to API1-607

. Valves are rated for full vacuum.

. Valves are non-Adjust-O-Seal®.

. AN Series Fire Rated ANSI valves have o-rings.

. Valve are a two-piece “split body” design.

. Upstream and downstream bubble-tight sealing capability allows valve body cleaning,
purging, and draining.

. Stem assembly accommodates IMI PBM Direct Mount Actuation for accurate alignment
and increased cycling life.

. Valves meet B16.34 in appropriate materials and ends.

. Optional Purge port and milled ball flats drain holes allow inline CIP to prevent clog-
ging and plug formation.

SPECIFICATIONS | Industrial Fire Rated ANSI Valves

Sizes 1/2” - 6” Series 6

Material 316 Stainless Steel, Hastelloy® C-276, Carbon Steel, others
Temperatures 20°F to 450°F depending on seat and seal material

End Connections 150# & 300# RF Flange

Seats & Seals White V-TEF™ standard, others available

O-rings O-ring seal (FKM V1274-75/80, EPR E3608-70, others available)
Stem Packing Material V-TEF™ and S-TEF®

Body Bolts & Nuts B16.34 bolting

Maximum Working Pressure up to 740 psig CWP depending on valve series, size and temperature

CV Values (gpm)

Sk Cv(gpm) 15‘(,)\’;'8::55 30‘(;\’:'?:?;55
1/2” 13 3.5 lbs. 4.8 Ibs.
3/4” 52 6.8 Ibs. 7.3 Ibs.

17 80 8 Ibs. 11 Ibs.
1-1/2” 190 16 Ibs. 23 Ibs.

2" 400 25 Ibs. 30 Ibs.

3” 1,100 50 Ibs. 711bs.

4 2,400 96 130

6” 5,600 242 CF

*Valve approximate weight without handle

How To Order:

PRODUCT (1-2) SIZE (5) ENDS SEAT & SEAL Purge Ports BALL & OPERATOR POLISH
MATERIAL (3-4) | SERIES (6) (7-8) (9) (10-11) STEM (13-14) (15-16)
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| H Cast 316/ |y | 6| [isonrer G V-TEF™ Seats / Graphite Seals No Purge Port Standard Ball W/ Standard Lever Hand! 125Ra D
316 5/ ange FKM O-Ring or Ball Option and Stem ancard Lever andle Standard
V-TEF™ Seats / Graphite Seals / Self Flushing W/0 Handle
. ! . . 174PH St
E Carbon Steel | D | 3/4 M- |300# RF Flange | J VTEE Cav Fill / FKM O-Ring 8 Ball G em | 02 W/ Stem Actuator Prep A |20Ra D
C | HastelloyC276 | E | 1" ; V-TEF™ Seats / Graphite Seals | - V |Slotted V-Ball 04 |Locking Lever Handle ¢ 20RalD/32Ra
v | tastellor .22 G [1-1/2" EPR O-Ring - W (30° v-Ball 08 |Gear Operator (Req'd for 6") (o)
- | Hastelloy C- " " I
H " ) V-TEF™ Seats / Graphite Seals/ | - X [45 V-Ball 18 |Extended Handle (1/2 thru4") . 20 Ra ID after
P- ALGXN K| 3 VTFE CavFill / EPR O-Ring -Y |60° V-Ball 20 | DA 80psig actuator Electro Polish
Other material options L| 4" S-TEF® Seats / Graphite Other Purge Port & 27 | DA 60psig actuator More polish available -
avalable- ConactPBM. [T H seals  FKM O-Ring Ball Options - Contact PBM. 3 [5R 80psig actuator Contact PBM.
0 S-TEF® Seats / Graphite 41 |SR 60psig actuator
Seals / EPR O-Ring Other operator options available -
V-TEF™ Seats / Seals ContactPBM.
9 FEP Encaps. FKM O-Rings http://pbmvalve.com/build-a-part-number

Other Seat/seal options available -
contact PBM.




IMI PBM Fire Rated ANSI Ball Valves Manual

ANSI Valve with Locking Handle ANSI Valve with Ext. Locking Handle ANSI Valve with Gear Operator (6” only)

16.28 150#
17.25 300#

6.75 150# |
7.72 300#

\,‘[,
r I
Pori 3 #

A 13.50 150#
15.43 300#

Locking Handle

Valve | Size @ to Bottom
Size | Code . Top Hole Dia.

of for Lock
Handle
1/2” C 0.5 425 | 550 | 1.85 | 252 [ 3.50 3.75 2.66 4.15 1.62 1.75 | 7.19 1.00 5.09 1.62 .25
3/4” D 0.75 462 | 6.00 [ 212 | 290 | 3.88 4.62 2.78 4.15 1.80 2.15 7.34 1.00 5.09 1.62 .25
17 E 100 500 | 650 | 225 | 3.15 | 4.25 4.88 3.09 5.06 2.06 2.38 7.63 1.00 5.09 | 2.08 .28
1-1/2” G 1.50 6.50 | 7.50 | 2.68 | 3.18 | 5.00 6.12 4.16 8.03 2.38 3.00 [ 9.50 1.31 8.00 | 2.58 .38
2’ H 200 | 7.00 | 850 | 3.12 | 3.84 | 6.00 6.50 4.46 8.03 2.88 3.12 | 9.81 1.31 8.00 | 2.58 .38
3” K 300 8.00 | 1M1.12| 3.,57 | 519 | 7.50 8.25 7.00 12.06 3.50 400 (1169 | 150 [ 12.06 | 3.47 .38
4” L 4.00 9.00 | 12.00| 3.84 | 5.34 | 9.00 10.00 7.39 24.06 4.38 475 [ 13.03 | 3.50 [24.06 | NA NA
L
ACTUATED DIMENSIONS @E@
Unit of Measure = inches ]
Dimensions based on actuators used with V-TEF™ seats. I ——— i N p—
/$o?\
— A IAEN

80 PSI Spring Return @ to
Bottom

80 PSI Double Acting 60 PSI Double Acting

60 PSI Spring Return

12 | 550 | 279 | 584 | 161 | 18 | 550 | 279 | 584 | 161 | 18 | 550 | 279 | 584 | 161 | 18 | 550 | 279 | 584 | 161 | 18
34 | 638 | 317 | 644 | 177 | 18 | 638 | 317 | 644 | 177 | 18 | 638 | 347 | 644 | 177 | 18 | 638 | 317 | 644 | 177 | 18
v | 555 | 28 | 671 | 161 | 18 | 555 | 28 | 671 | 161 | 18 | 827 | 372 | 787 | 207 | 8 | 827 | 372 | 787 | 207 | 18
112 | 646 | 347 | 844 | 177 | 18 | 827 | 372 | 915 | 207 | w8 | 1083 | 484 | 102 | 268 | 14 | 1083 ] 484 | 102 | 268 | 1
2 | 827 [ 372 | 946 | 207 | 18 [ 827 | 372 | 946 [ 207 | 18 | 1083 | 484 [ 1051 | 268 | 14 [1311] 539 [ 1187 [ 287 | 11
3 | 1311 | 539 | 1381 | 287 | 14 [ 1341 | 539 | 1381 | 287 | 14 | 1465 | 583 | 1420 | 315 | 14 [ 1713 | 646 | 1518 | 344 | 14
g | 1743 | 646 | 1734 | 344 | 14 | 1713 | 646 | 1734 | 344 | 14 | 1069 | 736 | 1828 | 394 | 14 | 2278 | 7.36 | 2053 | 394 | 1
6 | 2278 ] 858 | 2411 | 420 | 14 | 2278 | 858 [ 2441 | 420 | 114 [ 2278 | 858 | 2411 | 420 | 14 | 2646 | 1142 | 2887 | 571 | 14

CERTIFIED

oky
www.PBMValve.com R v

Critical PBM, Inc. + 1070 Sandy Hill Road, Irwin, PA 15642 ce|l—= e
Engineering Phone: 800.967.4PBM + 724.863.0550

E-mail: info.pbmvalve@imi-critical.com © Copyright 2022 IMI Critical Engr PBM LLC, PB-AN6




